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... squelch the adoption of TM as a wide-spread parallel programming model. Subsequent HTM 
pro- ... nature proposals may unnecessarily incur false conflicts caused by the insertion of 
thread-private memory references. ... She was courageous enough to move from a ... 



An Archite cture for Externally Controllable Virtual Net works and its Evaluation on NYNET 

... ATM leased line [ATS93] VPN based on cross connect VCs [FOT95] VPG-based Virtual Private ... 
Finally, moving the responsibility for VPN traffic management from the provider to the customer ... 
Enterprise Network Domain i VPN Provider Domain Figure 4 Afunctional model of the ... 
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... otherwise delay or harm them. Section 3.4 covers the virtual memory model in greater detail. ... the 
exception of those depending heavily on Nuance's virtual memory features. By implementing 
a shared-memory- and mutex-driven system, it should be possible to 7 Page 27. ... 
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... gation models and thread pool features defined in the RT-CORBA specification. ... Data Copying 
and Gather-write and scatter-read I/O calls to avoid excessive Memory Allocations data ... Connection 
Management Non-multiplexed connection model to avoid priority inversion [67]. ... 
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... ordered memory accesses to perform formal verification of the RCU correctness and wait-free 
guarantees by model-checking. The LTTng buffering scheme is also for- ... thread to non-maskable 
interrupts handlers, allowing a wide instrumentation coverage Page 6. vi ... 
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[BOOK] An Architecture for Externally Controllable Virtual Networks and Its Evaluation on NYNE 
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... call by call VC setup by customer cross connect VCs [ATS93] ... Finally, moving the responsibility 
for VPN traffic management from the provider to the customer accelerates the introduction of 
Broadband VPN services. ... Figure 4 Afunctional model of the customer control system ... 
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... Note the difference with the loop transformations at MATLAB level that are applied more 
global- ly, not only within one loop nest. ... The API of ILTOS provides basic functions for thread 
administration, memory manage- ment, synchronization etc. ... 
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A Survey of Operating Systems Infrastructure for Embedded Systems 

... If we connect several of them together and something goes wrong, how can we define ... that while 
providing support for preemptive tasks, they have severely constrained execution and storage 
models. ... in Figure 4.6 except they do not have to deal with memory management units ... 
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... The scheme is designed for a more general purpose OS than embedded, the model has no task 
set but merely considering a series of incoming deadlines. If real-time tasks ... sis tools. • 
Best-in-class CPI (cycles-per-instruction), with most non-memory operations ... 
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... 45 9.1 The Model 13 Page 23. 3.2 Module Prerequisites Hard Prerequisites: Memory 

Manager Module, Thread Manager Module. The Memory Manager Module services are used 
each time a task is created or deleted, to allocate or deallocate the stack space. ... 
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